
COMB SWITCH - WIFI ENABLED DEVICE

Discover the Comb Switch, a compact yet powerful solution for access 
control! You can manage access points like garage doors, swimming 
pool entrances, storage units and much more. Elevate your access 

control with the Comb Switch today!

*Reoccurring license fees apply for web services. For more information you can visit 
www.comb-communications.com/license-fees/
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A single comprehensive web based facilities management platform, that integrates with our bespoke 
hardware and software offerings (*Combware) along with a myriad 3rd party products tailored to suit 
every access managed eco-system, Comb Portal is undeniably the class leading facility management 
system. From secure log-in to informative dashboards and the ability to customise to your own 
requirements. The intuitive navigation allows you to drill down on any queries related to specific 
hardware with exception based reporting. Pull reports, invite partners and update information with ease.

Integrate with Comb Portal 

TECHNICAL SPECIFICATIONS

INPUT VOLTAGE

POWER DRAW

9-15V

1,5 WATTS

RELAYS

INPUTS

2

4

NETWORK CAPABILITY WIFI

For more information you can contact us on sales@comb-communications.com

REAL-TIME 
UPDATES

TAP-TAP
Real-time updates.

Temporary access pins with the 
integrated Tap-Tap keypad (Requires 
the MyComb Mobile application and 
additional Comb Hardware).

NOVA 
REMOTES

MYCOMB 
MOBILE APP

Gate opening functionality from Nova 
Remotes.

Gate opening functionality from the 
MyComb mobile application (License 
fees for MyComb App may apply).

4 INPUTS 2 RELAYS

Integrate with up to 4 external devices 
that require a physical connection. Trigger up to 2 relays

COMB 
PORTAL

WIFI 
ENABLED

Access to the Comb Portal
Ability to connect to wifi for internet 
access.

TIME BASED 
ACCESS GRID

PERMANENT  
PINS

Allow or deny Access by means of our 
bespoke Timegrid feature on Comb 
Portal.

Permanent pin-code for an individual 
user to provide access.


